
PRODUCT INFORMATION

ACCESSORY TYPE Circuit Controller

CATALOG NUMBER ALBC

APPROVED BY

SIGNAL (WIRELESS) Bluetooth
SIGNAL RANGE (FT) 100′

OUTPUT, RELAY CURRENT (A) 5 or 20
OPERATING TEMPERATURE F (C) 32° - 122° (0° - 50°)

FEATURES & SPECIFICATIONS

OVERVIEW

Description:
•	 The AirLink Blue circuit controller can add any fixture into the 

AirLink Blue wireless mesh system through simple switch-leg 
wiring. Single fixtures or multiple fixtures up to 5 amps or 20 
amps, based on the controller, of electrical load can be wired to 
the controller for seamless wireless integration allowing for group 
control as well as remote sensor and manual device control. 
Utilizes a Qualified Bluetooth Mesh network. Light levels and 
schedules can be set through the AirLink Blue iOS app.

Construction:
•	 Housing is white polycarbonate
•	 Incorporates a threaded chase and nut for installation in fixture or 

junction box knock-out
•	 Built-in 20mA 0-10V signal output, with 5A or 20A relay
•	 Mesh network, which has a much longer control distance, 

transmits received signals to neighboring devices
•	 All devices on 0-10V line are broadcast controlled by Silvair 

Commissioning tool
Operations:
•	 Single fixture or multiple fixtures can be wired to the controller. 

Controllers can be grouped to be wirelessly controlled bysensors, 
manual devices and a timekeeper.

•	 Max Bluetooth range is 100’ (30m) line of sight and highly 
dependent on the integration of fixtures, surrounding 
environment. It is recommended to conduct testing for range 
accuracy.

Electrical:
•	 120-277VAC, 50-60Hz controller.
•	 5A max input current / 120VAC = 600W, 277VAC = 1,385W
•	 20A max input current / 120VAC = 2,400W, 277VAC = 5,540W
Installation:
•	 Designed for installation on the exterior of a luminaire housing or 

on a junction box utilizing chase and knock-out.
•	 Rated for use in 32° F to 122°F (0°C to 50°C) environments.
Listings:
•	 Bluetooth
•	 CE
•	 FCC
•	 UL listed. Category: PAZX (Management Equipment, Energy). UL 

2043 Plenum Rated
Warranty:
•	 Five-year limited warranty
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ORDERING GUIDE

WIRING

AIRLINK BLUE

AirLink™ Blue
Circuit Controller

0-10V DIMMING WITH RELAY

TYPICAL ORDER EXAMPLE: ALBC 5A UNV

PREFIX DESCRIPTION LOAD RATING PART NUMBER

ALBC 5A UNV AirLink Blue Controller (5A) 5A @ 100-277VAC for resistive load 797938

ALBC 20A UNV AirLink Blue Controller (20A) 20A @ 120-277VAC for resistive load 797936
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AirLink Blue: 
Wireless Bluetooth Mesh Lighting Control System that provides energy savings, code compliance and enhanced safety/security for indoor and 
outdoor lighting applications. Key components include Bluetooth wireless sensors, control modules, astronomic time keeper, and manual 
override wall controls all configured from the AirLink Blue iOS App. Capable of grouping multiple fixtures and sensors as well as scheduling 
timebased events by zone. Sensors and controllers can be factory installed and integrated into fixtures or external control modules can be 
utilized by hard wiring to fixtures in the field where fixture integration is not possible.

AirLink Blue App Apple

0.50” Knockout Interface Junction Box


