
PROJECT INFORMATION
JOB NAME

FIXTURE TYPE Vapor Tight
CATALOG NUMBER EVT

APPROVED BY

Construction: 
The 1-piece housing is made of durable polycarbonate material. The 
gasket provides a continuous seal for the lens. Stainless steel latches 
compress lens to housing for a tight seal. Stainless steel mounting 
brackets are furnished with each fixture.
Lens: 
Injection molded polycarbonate lens for high impact resistance. 
Lens is frosted to eliminate glare.
Electrical: 
AC Input:�120-347V  50-60Hz 
0-10 V Dimming
Off-State Power: 0 Watts
Temperatures:� Min Start: –40°C  (-40°F)      Max: 50°C (122°F)
LEDs: 
80 CRI minimum
100,000+ hrs.1 lifespan
EVT series fixtures are selectable with 3000K, 3500K, 4000K, 4500K 
and 5000K CCTs.  
Listings: 
IP65
NSF
Luminaire is certified to UL/cUL Standards for Wet Locations 
DesignLights Consortium qualified luminaire, eligible for rebates 
from DLC member utilities. See chart on next page for qualifying 
products.
Testing: 
�Atlas LED luminaires have been tested by an independent laboratory 
in� accordance with IESNA LM-79 & LM-80.
Installation: 
Mounting bracket allows unit to be hung with aircraft cable.
Warranty: Five-year limited warranty

1Lumen maintenance values at 25°C are calculated per TM-21  
based on LM-80 data and in-situ luminaire testing

Rebates and Incentives are available in many areas. 
Contact an Atlas Representative for more information.

SPECIFICATIONS

Vapor Tight 
4′ | 8′

DIMENSIONS
4′ Weight: 5.3 lbs.

8′ Weight: 10.9 lbs.
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ORDERING INFORMATION

EVT S 4 4-7L
PRODUCT 

SERIES SELECTABILITY FIXTURE 
LENGTH LUMEN PACKAGE LENS OPTION COLOR 

TEMP. VOLTAGE OPTIONS

EVT = Economy 
Vapor Tight

S = Selectable 4 = 4 Feet 4-7L = 4,000 - 7,000 Lumens 
Selectable

Blank = 
Diffuse

blank = 
Selectable 
(3000K, 3500K, 
4000K, 4500K, 
5000K)

Blank = 120-347 3C = 3’ Cord (No Plug)
6C = 6’ Cord (No Plug)
10C = 10’ Cord (No Plug)
20C = 20’ Cord (No Plug)
EB = Emergency Back-Up*

*4ft = 120-277V only

8 = 8 Feet 10-15L = 10,000 - 15,000 
Lumens Selectable

ORDERING INFORMATION

Vapor Tight 
4′ | 8′

IP RATING

DESCRIPTION DEFINITION

6 Dust-tight No ingress of dust

5 Protects against  
water jets

Water projected from a nozzle  
against the enclosure from any
direction shall have no
harmful effect

PERFORMANCE DATA

Lumen 
Package

Fixture 
Length

CRI
3000K CCT 3500K CCT 4000K CCT 4500K CCT 5000K CCT

WattageDelivered 
Lumens

Efficacy 
(LPW)

Delivered 
Lumens

Efficacy 
(LPW)

Delivered 
Lumens

Efficacy 
(LPW)

Delivered 
Lumens

Efficacy 
(LPW)

Delivered 
Lumens

Efficacy 
(LPW)

4-7L 4′
80 3,998 131 4,178 141 4,241 145 4,238 141 4,196 138 30
80 4,863 128 5,083 137 5,159 142 5,155 138 5,104 134 38
80 6,127 128 6,404 136 6,500 141 6,495 137 6,431 134 48

10-15L 8′
80 10,241 149 10,421 154 10,582 159 10,587 158 10,617 157 67
80 11,503 148 11,811 153 12,034 157 12,037 157 12,007 154 77
80 13,853 138 14,436 145 14,865 151 14,961 149 14,991 146 100

DLC PRODUCT INFORMATION

LUMEN 
PACKAGE

FIXTURE 
LENGTH

DLC  
PRODUCT ID CLASSIFICATION

4-7L 4′ S-CJ3TLH Standard
10-15L 8′ S-BDBPR2 Standard
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ACCESSORIES
PART # DESCRIPTION

885808 45° Stainless Steel Mounting Bracket

NOTE: Two brackets required for 4ft / Three brackets required for 8ft

PART # CATALOG # DESCRIPTION

885804 EVTS44-7L 4’ Economy Vapor Tight, 4,000-7,000 Selectable Lumens, 3K, 35K, 4K, 45K, 5K Selectable CCT

885805 EVTS810-15L 8’ Economy Vapor Tight, 10,000-15,000 Selectable Lumens, 3K, 35K, 4K, 45K, 5K Selectable CCT


